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Issued to:  ASSA ABLOY (Schweiz) AG 
Absenkdichtungen & Fingerschutz 
Untere Schwandenstrasse 22 
Richterswil 8805 CH 

   

This is to certify that 

representative samples of 

 GASKETING AND EDGE-SEALING MATERIALS FOR 

FIRE DOORS, POSITIVE-PRESSURE TESTED 

See Addendum Page for Product Designation(s). 

    

  Have been evaluated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  ANSI/UL 10B, Positive Pressure Fire Tests of Door 

Assemblies 

ANSI/UL 10C/ CAN/ULC-S104, Standard Method for Fire 

Tests of Door Assemblies 

Additional Information:  See the UL Online Certifications Directory at 

https://iq.ulprospector.com for additional information 

 

This Certificate of Compliance indicates that representative samples of the product described in the certification 

report have met the requirements for UL certification. It does not provide authorization to apply the UL Mark. 

Only the Authorization Page that references the Follow-Up Services Procedure for ongoing surveillance 

provides authorization to apply the UL Mark. 

 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 

 

 

  

http://ul.com/aboutul/locations/
https://iq.ulprospector.com/
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 
 
Category J Automatic Door Bottom Type Gasketing and Edge-sealing Materials, Models PLANET 
MF, PLANET GH, PLANET US, PLANET UF, PLANET TW, PLANET HS, PLANET FT-E, PLANET 
FT, PLANET FT+socle, PLANET RF+socle, PLANET SL, PLANET KT, PLANET KF, PLANET VL, 
PLANET VF, PLANET GF, PLANET JA, PLANET PU, PLANET RO, PLANET RS, PLANET RH, 
PLANET RF, PLANET TF, PLANET KH, PLANET WA, PLANET WA-bevel lip, PLANET KG-S 
narrow, PLANET KG-S narrow bevel lip, PLANET VL-G, PLANET VL-G-bevel lip, PLANET KF-bevel 
lip, PLANET HS-plus, PLANET HS-W, PLANET HS+8, PLANET SN, PLANET FT-plus, PLANET FT-
W, PLANET FT+8, PLANET FT-E-bevel lip, PLANET FT-E-plus, PLANET FT-E-W, PLANET FT-E+8, 
PLANET ZA, PLANET ZA-bevel lip, PLANET ZA-plus, PLANET ZA-W, PLANET ZA+8, PLANET GP, 
PLANET GP-bevel lip, PLANET SP, PLANET SP-bevel lip, PLANET FP, PLANET FP-bevel lip, 
PLANET JP-bevel lip, PLANET JA-bevel lip, PLANET MF-G, PLANET MF-G-bevel lip, PLANET  MF-
plus, PLANET PU-plus, PLANET RO-plus, PLANET MR, PLANET MR-bevel lip, PLANET RS-plus, 
PLANET X1, PLANET X1-bevel lip, PLANET X1-UD, PLANET X2, PLANET X2-bevel lip, PLANET 
X2-UD, PLANET X3, PLANET X3-bevel lip, PLANET X3-UD, PLANET TW-bevel lip, PLANET US-
bevel lip, PLANET UF-bevel lip, PLANET VL-bevel lip, PLANET VF-bevel lip, PLANET KT-bevel lip, 
PLANET GH-bevel lip, PLANET JP, PLANET MF-bevel lip, PLANET PU-bevel lip, PLANET RO-bevel 
lip, PLANET KG-S, PLANET KG-S bevel lip, PLANET GF-bevel lip, PLANET RS-bevel lip 

http://ul.com/aboutul/locations/
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Untere Schwandenstrasse 22 
Richterswil 8805 CH 

   

This is to certify that 

representative samples of 

 ANCILLARY FIRE DOOR HARDWARE - BS 476: PART 22 

See Addendum Page for Product Designation(s). 

    

  Have been evaluated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  BS 476: Part 22, Fire Resistance Test to Building Material - 

Non-loadbearing elements 

Additional Information:  See the UL Online Certifications Directory at 

https://iq.ulprospector.com for additional information 

 

This Certificate of Compliance indicates that representative samples of the product described in the certification 

report have met the requirements for UL certification. It does not provide authorization to apply the UL Mark. 

Only the Authorization Page that references the Follow-Up Services Procedure for ongoing surveillance 

provides authorization to apply the UL Mark. 

 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 

 

 

  

http://ul.com/aboutul/locations/
https://iq.ulprospector.com/
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 
Automatic Door Bottom Type Gasketing and Edge-sealing Materials, Models  
PLANET MF, PLANET GH, PLANET US, PLANET UF, PLANET TW, PLANET HS, PLANET FT-E, 
PLANET FT, PLANET FT+socle, PLANET RF+socle, PLANET SL, PLANET KT, PLANET KF, 
PLANET VL, PLANET VF, PLANET GF, PLANET JA, PLANET PU, PLANET RO, PLANET RS, 
PLANET RH, PLANET RF, PLANET TF, PLANET KH, PLANET WA, PLANET WA-bevel lip, 
PLANET KG-S narrow, PLANET KG-S narrow bevel lip, PLANET VL-G, PLANET VL-G-bevel lip, 
PLANET KF-bevel lip, PLANET HS-plus, PLANET HS-W, PLANET HS+8, PLANET SN, PLANET FT-
plus, PLANET FT-W, PLANET FT+8, PLANET FT-E-bevel lip, PLANET FT-E-plus, PLANET FT-E-W, 
PLANET FT-E+8, PLANET ZA, PLANET ZA-bevel lip, PLANET ZA-plus, PLANET ZA-W, PLANET 
ZA+8, PLANET GP, PLANET GP-bevel lip, PLANET SP, PLANET SP-bevel lip, PLANET FP, 
PLANET FP-bevel lip, PLANET JP-bevel lip, PLANET JA-bevel lip, PLANET MF-G, PLANET MF-G-
bevel lip, PLANET  MF-plus, PLANET PU-plus, PLANET RO-plus, PLANET MR, PLANET MR-bevel 
lip, PLANET RS-plus, PLANET X1, PLANET X1-bevel lip, PLANET X1-UD, PLANET X2, PLANET 
X2-bevel lip, PLANET X2-UD, PLANET X3, PLANET X3-bevel lip, PLANET X3-UD, PLANET TW-
bevel lip, PLANET US-bevel lip, PLANET UF-bevel lip, PLANET VL-bevel lip, PLANET VF-bevel lip, 
PLANET KT-bevel lip, PLANET GH-bevel lip, PLANET JP, PLANET MF-bevel lip, PLANET PU-bevel 
lip, PLANET RO-bevel lip, PLANET KG-S, PLANET KG-S bevel lip, PLANET GF-bevel lip, PLANET 
RS-bevel lip 
 

http://ul.com/aboutul/locations/

